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Features

The Equator 1923 is a round series of
low profile luminaires spun of aluminum
to enhance its thin profile. The Equator
series can be suspended, surface mounted,
grid and flanged, capable of being recessed
in a dry wall or sheet rock ceiling allowing
the designer total flexibility. The convex
white opal acrylic shielding gives a soft
glow while preventing the unsightly lamp
images that would take away from the
aesthetics of the illuminated area. The
Equator series provides excellent lighting
and allows the designer’s imagination

to be its only limitation.
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Specifications

HOUSING: One piece spinning. The standard diameters are two, three, and four feet.
The door frame is constructed of a one piece spinning for a clean seamless appearance.

REFLECTOR: Die formed 20-gauge cold rolled steel minimum 90% reflectivity finished
in high gloss baked white enamel.

DIFFUSER: Standard diffuser is a convex white opal acrylic lens.

ELECTRICAL: Ballast is electronic, universal voltage 120/277, high power factor,
thermally protected, sound rated A with less than 10% total harmonic distortion. The
minimum number of ballasts will be used unless otherwise specified.

BALLAST DISCONNECT: Luminaires are pre-wired with integrated locking disconnects.

MOUNTING: Standard installation is surface mount. Optional mountings include
pendant, aircraft cable, flanged, and grid mount. Consult factory for details.

FINISH: Fixture housing and steel components are finished in baked white enamel
applied over a five-stage pretreatment process.

LAMPS: Fixtures are provided for use with T8-U lamps, T5, TSHO or compact
fluorescent lamps. (Supplied by Others).

CERTIFICATION: Luminaires are U.L. Listed, C.S.A. certified and are Union Made
in the United States of America I.B.E.W.

§ NOMINAL H { NUMBER : : : H H
MODEL NO. i DIAMETER i DIFFUSER i OF LAMPS { LAMPS { MOUNTING ¢ FINISH { VOLTAGE : OPTIONS
EQ1923 | H H H H H L i
EQ1923 f2-2ft i WOA= i3 i Tau/e" i s =Surface i W= White {UNV= i DIM =Dimming Ballast
i3=3tt i White Opal 04 ; 39CF {AC=Cable | CC=Custom : 2277 :EPG =Emergency Battery Pack
H ¢ Acrylic Convex : 5 : 40CF H ¢ Golor H
P A=4ft H H : 50CF : PD=Pendant : : EMC= Emergency Circuit
: : H 11.-: Other mounting TCW-= Two Circuit Wiring
T5HO options available, OTH = Other options available,
: : see pgs. 357-359 : see page 355
i Consult : H
i factory for lamp
: fit availability.
Example » EQ1923 | 4| WOA | 5T8/U6 | S | W | UNV

Equater 1923 aluminum construction direct with convex white opal acylic diffuser for five 32 watt T8-6"-U-lamps surface mounted
four foot round fixture in baked white enamel universal voltage electronic ballast less than 10% harmonic distortion.
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Mounting Options
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LAMP CONFIGURATION DETAIL TYPICAL MOUNTING DETAIL

C

23" HSG

—

47" HSG
37 1/4" HSG
Photometry
COEFFICIENTS OF UTILIZATION-ZONAL CAVITY METHOD CANDELA DISTRIBUTION 180°
pfc = 0.20 Vert. 205¢ 135°
Angle | 0 225 45 675 90
pcc .8 7 5 3 A 0
pw 7534 7531 534 534 534 0 0 |2280 2280 2280 2280 2280
5 | 2524 2370 2275 2388 2308
RCR 10 | 2355 2293 2364 2311 2291 270° o0
0 | 80808080 78787878 747474 707070 67 6767 65 15 | 2084 2277 2278 2232 2317
1 | 71676360 69656258 615956 585654 555352 50 20 |2283 2216 2196 2249 2254
2 | 64575147 61555046 524844 504643 47 44 42 40 25 |2101 2116 2130 2106 2102
3 | 58494338 55484237 454036 433935 413734 32 30 |2013 2005 2016 1992 2018
4 | 52433731 50423631 403530 383329 363229 27 35 |1869 1870 1883 1941 1885
5 | 48383227 46373126 353026 342925 322825 23 40 | 1757 1739 1715 1747 1756 315° N 450
6 | 44342823 43332723 322622 302622 292521 20 45 | 1595 1571 1602 1573 1586
7 | 41312520 39302420 292320 282319 262219 17 50 |1383 1408 1412 1403 1418 0°
8 | 38282218 37272218 262117 252017 242017 15 55 |1238 1228 1221 1234 1251
9 | 35262016 34252016 241915 231915 221815 14 60 | 990 1022 1032 1018 1000 _ 0
10 | 33241814 32231814 221714 211714 211613 12 65 | 831 826 853 830 855 e — 45
70 | 643 628 667 656 673 ————— 20
75 | 446 472 489 476 482
Total Luminaire Optical — = 80 | 340 333 334 324 345 Lamp (5) F32w T8U6
. _ 0 = 2 85 | 204 221 197 203 221
Efficiency = 51.5% L\\%_,,s/—‘ 90 | 136 141 143 138 124 Lumens: 2700 Per Lamp

Optical Distribution:
100% Direct

Day-O-Lite reserves the right to change product specifications without notice for product improvement.
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