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Suggested 6.5” 
(minimum)

Suggested 6.5” 
(minimum)

PRFL-WET

PRFL-WETInstall expansion tubes

Before tightening screws

PRFL-WET

Wire as per instructions on following pages Installation completeTighten fixture to prevent sliding

Plaster, wood or concrete wall

Detail w/screws tightened

Attached mounting brackets Attach fixture to brackets and tighten screwsDril mounting holes

1)

2)

3)

TOOLS FOR INSTALLATION

1) Drill & Bits (by others)

2) Philips Screw Drivers (by others)

3)  4mm Hex Wrench (included)



1、Pendant-standard

L

Remark:

Pendant: 
① Forceps holder* 2    ② G-3/4”screw thread* 2 (Clients buy it themselves)   ③ Nut* 2 (Clients buy it themselves)

④ AC cable * 1            ⑤ Double-hole base * 2               ⑥ Screw * 4           ⑦ Fixed bracket * 2          ⑧ Ceiling

⑨ Linear light

1. Fix forceps holder onto back of fixture and make
    sure itcould be moved to suitable for adjusting.

2. Install canopy and pendant bolt as per"L"distance
    on ceiling,fix forceps holder tightly after adjusting
    position.

3. Disassemble screw cap and connect AC cable to
    screw bolt,be aware of seal. Another end of AC
    cable passes throughhollow pendant bot to ceiling.

4. Wiring correctly as per instruction, complete
    installation.

①

②

③

④

⑤

⑥

⑦

⑧

L

Fixture       1236mm                              1845mm                               2455mm

900mm±10mm                    1509mm±10mm                  2119mm±10mmL

⑨

LED LINEAR LIGHT FIXTURE
IP67 Waterproof

Note:

1. Read manuals attentively before installation.

2. Install by qualified electrician, be aware of antistatic factors.

3. Do not electrify it while instllation is ongoing.

4. Cut off electricity while installing or removing.

5. The aim to make sure not to shorten the life time of lighting fixture and keep safety, please do not modify, 

    add or change any component.

6. The fixture is suitable for ourdoor applications such as subway station, airport, parking lot, penthouse, building

    outline and park etc.

USER MANUAL

L

D

Remark:

Ceiling mounted:

① Forceps holder * 2      ② Expansion tube * 4       ③ Self-tapping screw * 4          ④ AC cable * 1

⑤ Ceiling                       ⑥ Linear light 

Fixture       1236mm                              1845mm                               2455mm

900mm±10mm                     1509mm±10mm                    2119mm±10mm

                                                  φ10mm

L

D

2、Ceiling mounted

Wiring hole

30mm 30mm

1. Drill installation holes and wiring hole as per scale by" L", 
    " D " is wiring hole with φ10mm.
2. Fix forceps holders by Self-tapping screw.

3.  Disassemble screw cap and connect AC cable to screw
    bolt, be aware of seal.
4. Another end of AC cable passes through forceps holder
    to ceiling，complete installation.

①

④
⑥

⑤

③

②

5. Move the fixture and snap onto clips tighten screws from two sides to middle.

6. The fixture is well-fixed until it can't slid.

7. Disassemble screw cap and connect another end of AC cable to screw bolt,be aware
   of seal.

8. Complete installation.

3、Wall mounted

⑤

①
②

③

1. Open slot and wiring hole on plasterboard or wood ceiling.
2. Fixed expansion tube.
3. Fix wall mounted bracket onto the wall by self-tapping screw, noted that both clips
   are unfastened and approximately 6mm gap.
4. AC cable passes through wall mounted bracket to wall.

Wall mounted:

① Wall mounted bracket * 2          ② Expansion tube * 4       ③ Self-tapping screw * 4       ④ AC cable * 1

⑤ Wall                                          ⑥ Linear light 

⑥

6mm

⑥

④

Suggest 165~170mm
（Min 165mm )

Suggest 165~170mm
（Min 165mm )

Wiring hole
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(by others)Brackets * 2 (by others) Brackets * 2

Bracket

Bracket

Bracket

Bracket

RISK OF ELECTRICAL SHOCK. 
DISCONNECT POWER  
BEFORE INSTALLATION OR 
SERVICING.

TO BE INSTALLED BY A 
QUALIFIED ELECTRICIAN IN 
ACCORDANCE TO LOCAL & 
NATIONAL ELECTRIC CODES.

FAILURE TO COMPLY              
WITH INSTRUCTIONS 
AND WARNINGS
COULD VOID WARRANTY.

1. Attach Bracket to back of fixture, 
keeping it loose for adjustments.

2. Install Canopy and Pendant Bolt 
per “L” distance on ceiling.

3. Tighten Bracket after adjusting to 
desired position.

4. Remove Screw Cap and 	
connect AC cable firmly to 	
ensure seal.  

5. Run AC cable through hollow 
Pendant Stem, wire AC cable and 
complete installation.

1. Drill mounting holes and wiring hole as per scale by 
“L” distance. Center wiring hole between mounting holes.

2. Attach mounting Brackets to ceiling with self-tapping 
screws.

3. Remove Screw Cap and connect AC cable firmly to ensure seal.  

4. Run AC cable through the  Bracket and complete installation.

PARTS:
1) Mounting Brackets* 2    2) G-3/4” Screw * 2 (by others)      3) Nut * 2 (by others)     
4) AC cable * 1   	       5) Canopy * 2    Screw * 4              6) J-box Bracket * 2      
7) Ceiling                            8) PRFL-WET fixture

PARTS:
1) Mounting Brackets* 2.       2) Expansion tube * 4       3) Self-tapping Screw * 4
4) AC Cable                           5)  Ceiling                         6) PRFL-WET fixture
	

1.18” 1.18”



1、Pendant-standard

L

Remark:

Pendant: 
① Forceps holder* 2    ② G-3/4”screw thread* 2 (Clients buy it themselves)   ③ Nut* 2 (Clients buy it themselves)

④ AC cable * 1            ⑤ Double-hole base * 2               ⑥ Screw * 4           ⑦ Fixed bracket * 2          ⑧ Ceiling

⑨ Linear light

1. Fix forceps holder onto back of fixture and make
    sure itcould be moved to suitable for adjusting.

2. Install canopy and pendant bolt as per"L"distance
    on ceiling,fix forceps holder tightly after adjusting
    position.

3. Disassemble screw cap and connect AC cable to
    screw bolt,be aware of seal. Another end of AC
    cable passes throughhollow pendant bot to ceiling.

4. Wiring correctly as per instruction, complete
    installation.

①

②

③

④

⑤

⑥

⑦

⑧

L

Fixture       1236mm                              1845mm                               2455mm

900mm±10mm                    1509mm±10mm                  2119mm±10mmL

⑨

LED LINEAR LIGHT FIXTURE
IP67 Waterproof

Note:

1. Read manuals attentively before installation.

2. Install by qualified electrician, be aware of antistatic factors.

3. Do not electrify it while instllation is ongoing.

4. Cut off electricity while installing or removing.

5. The aim to make sure not to shorten the life time of lighting fixture and keep safety, please do not modify, 

    add or change any component.

6. The fixture is suitable for ourdoor applications such as subway station, airport, parking lot, penthouse, building

    outline and park etc.

USER MANUAL

L

D

Remark:

Ceiling mounted:

① Forceps holder * 2      ② Expansion tube * 4       ③ Self-tapping screw * 4          ④ AC cable * 1

⑤ Ceiling                       ⑥ Linear light 

Fixture       1236mm                              1845mm                               2455mm

900mm±10mm                     1509mm±10mm                    2119mm±10mm

                                                  φ10mm

L

D

2、Ceiling mounted

Wiring hole

30mm 30mm

1. Drill installation holes and wiring hole as per scale by" L", 
    " D " is wiring hole with φ10mm.
2. Fix forceps holders by Self-tapping screw.

3.  Disassemble screw cap and connect AC cable to screw
    bolt, be aware of seal.
4. Another end of AC cable passes through forceps holder
    to ceiling，complete installation.

①

④
⑥

⑤

③

②

5. Move the fixture and snap onto clips tighten screws from two sides to middle.

6. The fixture is well-fixed until it can't slid.

7. Disassemble screw cap and connect another end of AC cable to screw bolt,be aware
   of seal.

8. Complete installation.

3、Wall mounted

⑤

①
②

③

1. Open slot and wiring hole on plasterboard or wood ceiling.
2. Fixed expansion tube.
3. Fix wall mounted bracket onto the wall by self-tapping screw, noted that both clips
   are unfastened and approximately 6mm gap.
4. AC cable passes through wall mounted bracket to wall.

Wall mounted:

① Wall mounted bracket * 2          ② Expansion tube * 4       ③ Self-tapping screw * 4       ④ AC cable * 1

⑤ Wall                                          ⑥ Linear light 

⑥

6mm

⑥

④

Suggest 165~170mm
（Min 165mm )

Suggest 165~170mm
（Min 165mm )

Wiring hole
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5. Tighten Bracket until fixture cannot slide.

6. Remove Screw Cap and connect AC cable firmly to ensure seal. 

1. Open slot and wiring holes on plaster or wood ceiling and install expansion 
tubes.

2. Attach the wall mount Bracket to the wall with screws into expansion tubes, 
leaving  a gap between the mounting Clips and the wall Bracket.

3. Pass AC cable through wall mount bracket into wall. 

4. Slide fixture to desired location on mounting Brackets and 
tighten screws from the sides, then the middle.

7. Complete installation.

Suggested 6.5” 
(minimum)

Suggested 6.5” 
(minimum)

PARTS:
1) Wall mount Bracket * 2     2) Expansion tubes * 4    	
3) Self-tapping screw *         4) AC cable * 1   		
5)  Wall.  		           6) PRFL-WET fixture

RISK OF ELECTRICAL SHOCK. 
DISCONNECT POWER  
BEFORE INSTALLATION OR 
SERVICING.

TO BE INSTALLED BY A 
QUALIFIED ELECTRICIAN IN 
ACCORDANCE TO LOCAL & 
NATIONAL ELECTRIC CODES.

FAILURE TO COMPLY              
WITH INSTRUCTIONS 
AND WARNINGS
COULD VOID WARRANTY.


